
3/8� or 1/2� wood slats
on top of STAKKERS
(Options: Some users use
3/4� slats and place slats
between layers for super
stability)

This guideline is our recommended packaging method for most roll products,
including films, foils, textiles etc.

We believe this illustration represents the best way to utilize our STAKKER molded pulp
roll cradles.
This illustration shows a typical packout for larger size rolls. (Cross strapping is recom-
mended on sizes 6016 through 6030)
Using pallets of the proper size in good repair is critical. WARNING - STAKKERS MUST
NEVER OVERHANG THE END OF THE PALLET! Pallets  loaded on or with (not across) wide
stringers is the recommended method. Liberal use of polyester banding and stretch
wrap is important.
However, we make no specific guarantee of performance beyond delivering a
quality product for our customers to build their own package.
It �s strongly recommend that sample pallets of product be tested by actual ship-
ment.
Please call us with any question or concern before going ahead with an actual
pack-out, and packaging suggestions for other sizes.

Shown ready for stretch
film overwraping.
(Best when extended
over pallet too!)

Polyester banding

Henry Molded Products
71 N 16th St Leb. PA 17042
717-273-3714 - FAX 717-274-3743
INTERNET www.henry-molded.com

Special thanks to Jay Friend of Jay Friend Company for his
experience, insight and help,  in preparing this guideline.

STAKKERS are shipped flat, then
separated to make bottom and top parts-
folded in the middle for between the
layers use, when building the pallet of rolls.

Note: Fine pallet construction
with extra wide stringers.




